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SITE CLEARING
GENERAL
SUMMARY
Section specifies site clearing.
ACTION SUBMITTALS
Submit record drawings, identifying and accurately locating capped utilities and other subsurface structural, electrical, and mechanical conditions.
QUALITY ASSURANCE
Comply with the requirements of the Standard Specifications for Public Works Construction (SSPWC), Current Edition.
PROJECT CONDITIONS
Traffic:  Minimize interference with adjoining roads, streets, walks, and other adjacent occupied or used facilities during site-clearing operations.
1.	Closing or obstructing streets, walks, or other adjacent occupied or used by the University is prohibited unless written permission from University’s Representative is received.
2.	Provide alternate routes around closed or obstructed traffic ways if required by University’s Representative.
Delete first paragraph below if not applicable.  Indicate items to be salvaged on Drawings or in schedules.
Salvable Improvements:  Carefully remove items indicated to be salvaged and store on University's premises where indicated.
Utility Locator Service:  Notify utility locator service and University’s Representative before site clearing.
Commence site clearing operations when temporary erosion and sedimentation control measures are in place.
PRODUCTS (NOT APPLICABLE)
EXECUTION
PREPARATION
Protect and maintain benchmarks and survey control points from disturbance during construction.
Locate and clearly flag trees and vegetation to remain or to be relocated.
Protect existing site improvements to remain from damage during construction.
1.	Restore damaged improvements to their original condition, as acceptable to University’s Representative.
TEMPORARY EROSION AND SEDIMENTATION CONTROL
Add specific procedures or installation requirements for temporary soil protection and stabilization, erosion controls, stormwater runoff controls, and sedimentation controls.  If particular products are required, add product standards and descriptions to Part 2.  
Provide temporary erosion and sedimentation control measures to prevent soil erosion and discharge of soil-bearing water runoff or airborne dust to adjacent properties and walkways, in accordance with a sediment and erosion control plan, specific to the site that complies with EPA 832-R-92-005 or requirements of the University Representative, whichever is more stringent.
Inspect, repair, and maintain erosion and sedimentation control measures during construction until permanent vegetation has been established.
Remove erosion and sedimentation controls and restore and stabilize areas disturbed during removal following completion of permanent control measures.
TREE PROTECTION
Delete this Article if not required or if requirements are specified in Division 02 Section "Temporary Tree and Plant Protection" If retaining, Drawings should show tree protection zones.
Erect and maintain temporary fencing around tree protection zones before starting site clearing.  Remove fence when construction is complete.
1.	Storing construction materials, debris, or excavated material within fenced area is prohibited.
2.	Vehicles, equipment, or foot traffic within fenced area is prohibited.
3.	Maintain fenced area free of weeds and trash.
Excavation within tree protection zones is prohibited, unless otherwise indicated.
Retain paragraph below if construction excavation within drip line of trees is unavoidable.  Most roots of trees and shrubs occur in top 18 inches of soil.
Where excavation for new construction is required within tree protection zones, hand clear and excavate to minimize damage to root systems.  Use narrow-tine spading forks, comb soil to expose roots, and cleanly cut roots as close to excavation as possible.
Retain applicable subparagraphs below.
1.	Cover exposed roots with burlap and water regularly.
2.	Temporarily support and protect roots from damage until they are permanently redirected and covered with soil.
3.	Coat cut faces of roots more than 1½ inches in diameter with an emulsified asphalt or other approved coating formulated for use on damaged plant tissues.
4.	Backfill with soil as soon as possible.
Repair or replace trees and vegetation indicated to remain that are damaged by construction operations, in a manner approved by University’s Representative.
1.	Employ an arborist approved by University’s Representative, to submit details of proposed repairs and to repair damage to trees and shrubs.
Revise subparagraph above and below to suit Project.
2.	Replace trees that cannot be repaired and restored to full-growth status, as determined by University’s Representative.
UTILITIES
Locate, identify, disconnect, and seal or cap off utilities indicated to be removed.
1.	Provide a minimum of 14 days notice to University’s Representative and receive written authorization to proceed before interrupting any utility.
2.	University will interrupt and return to service the existing utilities.
Excavate for and remove underground utilities indicated to be removed.
CLEARING AND GRUBBING
Remove obstructions, trees, shrubs, grass, and other vegetation to permit installation of new construction.
1.	Do not remove trees, shrubs, and other vegetation indicated to remain or to be relocated.
2.	Cut minor roots and branches of trees indicated to remain in a clean and careful manner where such roots and branches obstruct installation of new construction.
3.	Grind stumps and remove roots, obstructions, and debris extending to a depth of 18 inches below exposed subgrade.
4.	Use only hand methods for grubbing within tree protection zone.
5.	Chip removed tree branches and dispose of off-site.
Delete paragraph and subparagraph below if not required.  Coordinate with Division 02 Section "Earth Moving."
Fill depressions caused by clearing and grubbing operations with satisfactory soil material unless further excavation or earthwork is indicated.
1.	Place fill material in horizontal layers not exceeding a loose depth of 8 inches, and compact each layer to a density equal to adjacent original ground.
SITE IMPROVEMENTS
Revise first paragraph below and add specific items to suit Project.
Remove existing above- and below-grade improvements as indicated and as necessary to facilitate new construction.
Remove slabs, paving, curbs, gutters, and aggregate base as indicated.
1.	Unless existing full-depth joints coincide with line of demolition, neatly saw-cut length of existing pavement to remain before removing existing pavement.  Saw-cut faces vertically.
2.	Paint cut ends of steel reinforcement in concrete to remain to prevent corrosion.
END OF SECTION
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