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FIBERGLASS CEILING AND WALL PANEL SYSTEM
GENERAL
SUMMARY
Section includes the following:
Adjust list below to suit Project.
Integral epoxy-coated fiberglass reinforced plastic ceiling and wall panel system.
PERFORMANCE REQUIREMENTS
Revise paragraph below to indicate specific loads determined by Project's structural engineer..
Seismic Performance:  Provide ceiling suspension system capable of withstanding the effects of earthquake motions determined in accordance with ASCE 7, "Minimum Design Loads for Buildings and Other Structures":  Section 9, "Earthquake Loads.", and California Building Code, Chapter 16.
ACTION SUBMITTALS
Product Data:  Include construction details, material descriptions, dimensions of individual components and profiles, and finishes for suspension system and panels.
Shop Drawings: Include reflected ceiling plans and wall elevations showing panel layouts and coordination with penetrations, fixtures and ceiling mounted items, sections, details, and attachments to other Work, including:
Edit subparagraphs below to suit Project.
Suspended ceiling components.
Structural members to which suspension systems will be attached.
Size and location of initial access modules for ceiling panels.
Items penetrating finished ceiling, including the following:
Lighting fixtures.
Air outlets and inlets.
Speakers.
Sprinklers.
Access panels.
<Insert item.>
Perimeter moldings.
Samples for Initial Selection:  Color samples of manufacturer’s full line of colors for wall and ceiling panels and grid system.
Delete paragraph and subparagraph above if colors and other characteristics are preselected and specified or scheduled.  Retain paragraph and subparagraph below with or without above.
Samples for Verification:  Submit 12 x 12-inch sample of panels to demonstrate color and appearance.
Include a 24 x 24 x 24-inch ceiling and wall intersection mockup showing assembly conditions.
INFORMATIONAL SUBMITTALS
Coordinate paragraph below with qualification requirements retained in "Quality Assurance" Article.
Qualification Data:  For Installer.
CLOSEOUT SUBMITTALS
Maintenance Data:  For ceiling and wall panels to include in maintenance manuals.
QUALITY ASSURANCE
Installer Qualifications:  An employer of workers trained and approved by manufacturer.
Source Limitations:  Obtain ceiling and wall system products through one source from a single manufacturer.
Fire-Test-Response Characteristics:  Provide fiberglass ceiling and wall panel system with the following surface-burning characteristics as determined by testing identical products per ASTM E84 by UL or another testing and inspecting agency acceptable to University’s Representative:
Flame-Spread Index:  25, or less.
Smoke-Developed Index:  450, or less.
Verify mockup requirements with University’s Representative for each Project.
Mockups:  Build mockups to verify selections made under sample Submittals and to demonstrate aesthetic effects and qualities of materials and execution.
Refer to mock-up requirements specified in Division 01 Section “Quality Requirements”.
Approval of mockups does not constitute approval of deviations from the Contract Documents contained in mockups, unless University’s Representative in writing specifically approves such deviations.
Preinstallation Conference:  Conduct conference at Project site to comply with requirements in Division 01 Section "Administrative Requirements."
DELIVERY, STORAGE, AND HANDLING
Deliver materials packaged so that materials are clearly marked and identifiable and indicate the product name, manufacturer’s name, and component identification.
Store materials on site at the final installation temperature and relative humidity for at least 24 hours prior to and during installation. Maintain temperature and relative humidity after installation is complete.
WARRANTY
Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or replace components of fiberglass ceiling and wall panel system that fail in materials or workmanship within specified warranty period.
Warranty Period:  Two years from date of Substantial Completion.
PRODUCTS
MATERIALS
For fixture descriptions in other Part 2 articles where the subparagraph titles  "Products," and "Manufacturers" introduce a list of manufacturers and their products or manufacturers only, the following requirements apply for product selection:
Products:  Subject to compliance with requirements, provide one of the products specified in other Part 2 articles.
Manufacturers:  Subject to compliance with requirements, provide products by the manufacturers specified in other Part 2 articles.
Or Equal:  Where products are specified by manufacturers name and accompanied by the term “or equal”, comply with provisions in Division 01 Section “Product Requirements”, Part 2 “ Product Substitutions” Article.  Specific procedures must be followed before use of an unnamed product or manufacturer.
FIBERGLASS CEILING AND WALL PANEL SYSTEM
Verify type of ceiling panel to be used on Project with University’s Representative.
[Gridlock Ceiling System “SA” with gasket (Type 1)] [Gridlock Ceiling System “C” (Type 2)] and Gridlock ⅝-inch Panel Stud Wall System as manufactured by Life Science Products, Inc., Chestertown, MD (800/638-9874), or equal (no known equal).
MATERIALS
Ceiling Panels (Type 1):
Ceiling Panels (Type 2):
Suspended Ceiling Grid System (for Type 1 Ceilings):
Wall Panels: Fiberglass reinforced epoxy resin coating with 15 mil gel finish coat on medium density Class 1 rated PVC closed cell foam panel
Accessories:
Fasteners:  Stainless steel, self-tapping type with resin-coated head.
Battens
Trim.
COLORS
Colors: [Match University’s Representative's samples] [As selected by University’s Representative from manufacturer's full range].
EXECUTION
EXAMINATION
Examine substrates and conditions, with Installer present, for compliance with requirements for installation tolerances and other conditions affecting performance of the work.
For the record, prepare written report, endorsed by Installer, listing conditions detrimental to performance of work.
Proceed with installation only after unsatisfactory conditions have been corrected.
INSTALLATION
CLEANING AND PROTECTION
END OF SECTION
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