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ALUMINUM FRAMES
GENERAL
SUMMARY
Section includes the following:
Adjust list below to suit Project.
Interior aluminum frames for doors.
Interior aluminum frames for glazing.
ACTION SUBMITTALS
Product Data:  Include construction details, material descriptions, dimensions of individual components and profiles, and finishes for each type of interior aluminum frame indicated.
Shop Drawings:  For interior aluminum frames.  Include plans, elevations, sections, details, and attachments to other work.
Samples for Initial Selection:  For units with factory-applied color finishes.
Delete paragraph above if colors are preselected and specified or scheduled.  Retain paragraph below with or without above.
Samples for Verification:  12-inch-long framing member with factory-applied finish for each type of interior aluminum frame indicated.
Retain first paragraph below to verify details of assembly.
Fabrication Sample:  For each vertical-to-horizontal intersection of systems, made from 12-inch lengths of full-size components and showing details of assembly.
CLOSEOUT SUBMITTALS
Maintenance Data:  For interior aluminum frames to include in maintenance manuals.
QUALITY ASSURANCE
Delete paragraph and subparagraphs below if not applicable.
Fire-Rated Door-Frame Assemblies:  Assemblies complying with NFPA 80 that are listed and labeled by a testing and inspecting agency acceptable to University’s Representative, for fire ratings indicated.
Test Pressure:  Test in accordance with UBC Standard 7-2.  After 5 minutes into the test, neutral pressure level in furnace shall be established at 40 inches or less above the sill.
Delete one of two subparagraphs below.  Frames with a 20-minute rating are generally offered by manufacturers; frames with 45- and 90-minute ratings are offered by fewer manufacturers.  Door frames with a 90-minute rating have a cold-formed steel reinforced core with an outer aluminum frame and cannot be glazed.
Fire Rating:  [20] [45] [and] [90] minutes.
As scheduled on Drawings.
PRODUCTS
MANUFACTURERS
Manufacturers:  Subject to compliance with requirements, provide one of the products specified.
Or Equal:  Where products are specified by manufacturers name and accompanied by the term "or equal", comply with provisions in Division 01 Section “Product Requirements”, Part 2 “Product Substitutions” Article.  Specific procedures must be followed before use of an unnamed product or manufacturer.
Products
Western Integrated Materials, Inc.
Wilson Partitions.
Or equal.
COMPONENTS
Aluminum Framing, General:  ASTM B221 Alloy 6063-T5 or alloy and temper required to suit structural and finish requirements, not less than 0.0625 inch thick.
Delete components in first two paragraphs and associated subparagraph below not required.
Door Frames:  Reinforced for hinges and strikes.
Delete subparagraph below if doors with a 90-minute fire rating are not required.
Fabricate frame members for 90-minute fire-protection rating with interior cold-formed, primed, steel liner.
Glazing Frames:  For glazing thickness indicated.
Ceiling Tracks:  Extruded aluminum.
Trim:  Extruded aluminum, not less than 0.0625 inch thick, with removable snap-in [casing trim] [glazing stops] [and] [door stops] without exposed fasteners.
ACCESSORIES
Delete accessories in this Article not required.
Fasteners:  Aluminum, nonmagnetic stainless-steel or other noncorrosive metal fasteners compatible with frames, stops, panels, reinforcement plates, hardware, anchors, and other items being fastened.
Sound Seals:  Manufacturer's standard continuous mohair, wool pile, or vinyl seals.
Smoke Seals:  Intumescent strip or fire-rated gaskets.
Glazing Gaskets:  Manufacturer's standard extruded or molded plastic, to accommodate glazing thickness indicated.
Glazing:  Comply with requirements in Division 08 Section "Glazing."
Hardware:  Comply with requirements in Division 08 door hardware Sections.
FABRICATION
Machine jambs and prepare for hardware, with concealed reinforcement plates, drilled and tapped as required, and fastened within frame with concealed screws.
Provide concealed corner reinforcements and alignment clips for accurately fitted hairline joints at butted or mitered connections.
Fabricate frames for glazing with removable stops to allow glazing replacement without dismantling frame.
Fabricate all components to allow secure installation without exposed fasteners.
ALUMINUM FINISHES
General:  Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal Products" for recommendations for applying and designating finishes.
Finish designations prefixed by AA comply with the system established by the Aluminum Association for designating aluminum finishes.
Class II, Clear Anodic Finish:  AA-M12C22A31 (Mechanical Finish:  nonspecular as fabricated; Chemical Finish:  etched, medium matte; Anodic Coating:  Architectural Class II, clear coating 0.010 mm or thicker) complying with AAMA 611.
EXECUTION
EXAMINATION
Examine walls, floors, and ceilings, with Installer present, for conditions affecting performance of work.
Verify that wall thickness does not exceed standard tolerances allowed by throat size indicated.
Proceed with installation only after unsatisfactory conditions have been corrected.
INSTALLATION
Comply with frame manufacturer's written installation instructions.
Install frames plumb and square, securely anchored to substrates.
Install frame components in the longest possible lengths; components up to 72 inches long must be 1 piece.
Delete first subparagraph below if frames are not supported by suspended ceiling.
Fasten to suspended ceiling grid on maximum [48-inch] <Insert number> centers, using sheet metal screws or other fasteners approved by frame manufacturer.
Use concealed installation clips to produce tightly fitted and aligned splices and connections.
Secure clips to main structural extrusion components and not to snap-in or trim members.
Do not leave screws or other fasteners exposed to view when installation is complete.
CLEANING
Clean exposed frame surfaces promptly after installation, using cleaning methods recommended by frame manufacturer and in accordance with AAMA 609 & 610.
Touch up marred frame surfaces so touchup is not visible from a distance of 24 inches.  Remove and replace frames with damaged finish that cannot be satisfactorily repaired.
END OF SECTION
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