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EMERGENCY PLUMBING FIXTURES
GENERAL
SUMMARY
Section includes the following emergency plumbing fixtures:
Revise list below to suit Project.  First seven categories are defined in ANSI Z358.1.  There is also a category for self-contained emergency showers, but none were identified.  Self-contained emergency shower criteria are in ANSI Z358.1, and such a system could be designed, but that is beyond the scope of this Section.
Emergency showers.
Eyewash equipment.
Self-contained eyewash equipment.
Personal eyewash equipment.
Eye/face wash equipment.
Hand-held drench hoses.
Combination units.
DEFINITIONS
Accessible Fixture:  Emergency plumbing fixture that can be approached, entered, and used by people with disabilities.
Plumbed Emergency Plumbing Fixture:  Fixture with fixed, potable-water supply.
ACTION SUBMITTALS
Product Data:  For each type of product indicated.  Include flow rates and capacities, furnished specialties, and accessories.
Retain paragraph below if fixtures include electrical components and wiring.
Shop Drawings:  Diagram power, signal, and control wiring.
Product Certificates:  Submit certificates of performance testing specified in "Source Quality Control" Article.
INFORMATIONAL  SUBMITTALS
Field quality-control test reports.
CLOSEOUT SUBMITTALS
Operation and Maintenance Data:  For emergency plumbing fixtures to include in maintenance manuals.
QUALITY ASSURANCE
Retain paragraph below for electrical components.
Electrical Components, Devices, and Accessories:  Listed and labeled as defined in CEC, Article 100, by testing agency acceptable to University’s Representative, and marked for intended use.
ANSI Standard:  Comply with ANSI Z358.1, "Emergency Eyewash and Shower Equipment."
Regulatory Requirements:  Comply with California Plumbing Code – Accessible plumbing fixtures shall comply with requirements of California Building Code, Section 1115B, 1115B-1 and 1118B and DSA Check list 20.
NSF Standard:  Comply with NSF 61, "Drinking Water System Components--Health Effects," for fixture materials that will be in contact with potable water.
PRODUCTS
MANUFACTURERS
Manufacturers: Subject to compliance with requirements, provide products by one of the manufacturers specified.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]Or Equal: Where products are specified by manufacturers name and accompanied by the term “or equal”, comply with provisions in Division 01. Specific procedures must be followed before the use of an unnamed manufacturer or product.
EMERGENCY SHOWERS
Refer to Emergency Shower Table at the end of the Evaluations for lists of manufacturers' products.  Use this table in combination with manufacturers' catalogs or product data to insert series, type, model, and designation of other characteristics.
Emergency Showers,:
Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
Guardian Equipment Co.
Haws Corporation.
WaterSaver Faucet Co.
Or equal.
Description: Plumbed, single-shower-head horizontal, wall-mounting, vertical, ceiling-mounting, or freestanding emergency shower.
Capacity: Deliver potable water at rate not less than 20 gpm for at least 15 minutes.
Supply Piping:  NPS 1 or NPS 1¼ chrome-plated brass or stainless steel with flow regulator and stay-open control valve.
Control-Valve Actuator:  Pull rod or chain.
Shower Head:  10-inch minimum diameter.
Emergency shower in paragraph below may require an expanded description.
EYEWASH EQUIPMENT
Refer to the Eyewash Equipment Table at the end of the Evaluations for lists of manufacturers' products.  Use this table in combination with manufacturers' catalogs or product data to insert series, type, model, and designation of other characteristics.
Eyewash Equipment,:
Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
Guardian Equipment Co.
Haws Corporation.
WaterSaver Faucet Co.
Or equal.
Description:  Plumbed, freestanding eyewash equipment. accessible
Capacity:  Deliver potable water at rate not less than 0.4 gpm for at least 15 minutes.
Supply Piping:  NPS ¾ chrome-plated brass or stainless steel with flow regulator and stay-open control valve.
Control-Valve Actuator:  Paddle Push bar Treadle.
Receptor:  Chrome-plated brass or stainless-steel bowl.
Drain Piping:  NPS 1¼, minimum, chrome-plated brass, receptor drain, P-trap, waste to wall, and wall flange complying with ASME A112.18.2 
Eyewash Equipment,:
Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
Guardian Equipment Co.
Haws Corporation.
WaterSaver Faucet Co.
Or equal.
Description:  Plumbed, accessible, wall-mounting eyewash equipment with receptor and wall bracket.
Capacity:  Deliver potable water at rate not less than 0.4 gpm for at least 15 minutes.
Supply Piping:  NPS ¾ chrome-plated brass or stainless steel with flow regulator and stay-open control valve.
Control-Valve Actuator:  Paddle.
Receptor:  Stainless-steel bowl.
Drain Piping:  NPS 1¼ minimum, chrome-plated brass, receptor drain, P-trap, waste to wall, and wall flange complying with ASME A112.18.2.
Eyewash Equipment,:
Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
Guardian Equipment Co.
Haws Corporation.
Water Saver Faucet Co.
Or equal.
Description:  Plumbed, accessible, wall-mounting eyewash equipment with wall bracket.
Capacity:  Deliver potable water at rate not less than 0.4 gpm for at least 15 minutes.
Supply Piping:  NPS ¾ chrome-plated brass or stainless steel with flow regulator and stay-open control valve.
Control-Valve Actuator:  Paddle or Movement sensor.
Eyewash Equipment,:
Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
Guardian Equipment Co.
Haws Corporation.
WaterSaver Faucet Co.
Or equal.
Description:  Plumbed, adjacent-to-sink, swivel, counter-mounting eyewash equipment.
Capacity:  Deliver potable water at rate not less than 0.4 gpm for at least 15 minutes.
Supply Piping:  NPS ½ chrome-plated brass or stainless steel with flow regulator and stay-open control valve.
Control-Valve Actuator:  Paddle.
EYE/FACE WASH EQUIPMENT
Eye/Face Wash Equipment,:
Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
Guardian Equipment Co.
Haws Corporation.
WaterSaver Faucet Co.
Or equal.
Description:  Plumbed, freestanding, pedestal eye/face wash equipment.
Capacity:  Deliver potable water at rate not less than 3.0 gpm for at least 15 minutes.
Supply Piping:  NPS ¾ chrome-plated brass or stainless steel with flow regulator and stay-open control valve.
Control-Valve Actuator:  Paddle, Push bar, or Treadle.
Receptor:  Chrome-plated brass or stainless-steel or Plastic bowl.
Drain Piping:  NPS 1¼ minimum, chrome-plated brass, receptor drain, P-trap, waste to wall, and wall flange complying with ASME A112.18.2.  Include galvanized-steel indirect connection to drainage system.
Eye/Face Wash Equipment,:
Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
Guardian Equipment Co.
Haws Corporation.
WaterSaver Faucet Co.
Or equal.
Description:  Plumbed, accessible, wall-mounting eye/face wash equipment with receptor and wall bracket.
Capacity:  Deliver potable water at rate not less than 3.0 gpm for at least 15 minutes.
Supply Piping:  NPS ¾ chrome-plated brass or stainless steel with flow regulator and stay-open control valve.
Control-Valve Actuator:  Paddle.
Receptor:  Chrome-plated brass or stainless-steel or Plastic bowl.
Drain Piping:  NPS 1¼ minimum, chrome-plated brass, receptor drain, P-trap, waste to wall, and wall flange complying with ASME A112.18.2.
Eye/Face Wash Equipment,:
Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
Guardian Equipment Co.
Haws Corporation.
WaterSaver Faucet Co.
Or equal.
Description:  Plumbed, accessible, wall-mounting eye/face wash equipment without receptor and with wall bracket.
Capacity:  Deliver potable water at rate not less than 3.0 gpm for at least 15 minutes.
Supply Piping:  NPS ½ chrome-plated brass or stainless steel with flow regulator and stay-open control valve.
Control-Valve Actuator:  Paddle.
Eye/Face Wash Equipment,:
Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
Haws Corporation
Guardian Equipment Co.
WaterSaver Faucet Co.
Or equal.
Description:  Plumbed, adjacent-to-sink, swivel, counter-mounting eye/face wash equipment.
Capacity:  Deliver potable water at rate not less than 3.0 gpm for at least 15 minutes.
Supply Piping:  NPS ¾ chrome-plated brass or stainless steel with flow regulator and stay-open control valve.
Control-Valve Actuator:  Paddle.
HAND-HELD DRENCH HOSES
Hand-Held Drench Hoses,:
Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
Guardian Equipment Co.
Haws Corporation.
WaterSaver Faucet Co.
Or equal.
Description:  Plumbed, wall-mounting, hand-held drench hose with wall bracket.
Capacity:  Deliver potable water at rate not less than 3.0 gpm for at least 15 minutes.
Supply Piping:  NPS ¾ chrome-plated brass or stainless steel with flow regulator and stay-open control valve.
Control-Valve Actuator:  Paddle.
Hose:  Coiled, Plain, or Coiled or plain, rubber or plastic.
Spray Heads:  Twin.
Hand-Held Drench Hoses,:
Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
Guardian Equipment Co.
Haws Corporation.
WaterSaver Faucet Co.
Or equal.
Description:  Plumbed, counter-mounting, hand-held drench hose.
Capacity:  Deliver potable water at rate not less than 3.0 gpm for at least 15 minutes.
Supply Fitting:  NPS ¾ brass with flow regulator.
Hose:  Rubber or plastic.
Control-Valve Actuator:  Hand-held squeeze valve.
Spray Heads:  Twin.
COMBINATION UNITS
Combination Units,:
Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
Guardian Equipment Co.
Haws Corporation.
WaterSaver Faucet Co.
Or equal.
Description:  Plumbed, accessible, freestanding, with emergency shower and eyewash or eye/face wash equipment.
Piping:  Chrome-plated brass or stainless steel.
Unit Drain:  Outlet at side near bottom.
Shower Supply:  NPS 1 with flow regulator and stay-open control valve.
Eyewash or Eye/Face Wash Supply:  NPS ¾ with flow regulator and stay-open control valve.
Shower Capacity:  Deliver potable water at rate not less than 20 gpm for at least 15 minutes.
Control-Valve Actuator:  Pull rod or Treadle.
Shower Head:  10-inch minimum diameter, stainless steel.
Select and edit one of three subparagraphs and associated subparagraphs below.
Eyewash Equipment:  With capacity to deliver potable water at rate not less than 0.4 gpm for at least 15 minutes.
Control-Valve Actuator:  Paddle or Push bar.
Receptor:  stainless-steel bowl.
Eye/Face Wash Equipment:  With capacity to deliver potable water at rate not less than 3.0 gpm for at least 15 minutes.
Control-Valve Actuator:  Paddle or Push bar.
Receptor:  Stainless-steel bowl.
Combination Units,:
Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
Guardian Equipment Co.
Haws Corporation.
Water Saver Faucet Co.
Or equal.
Description:  Plumbed, accessible, , freestanding, with emergency shower and eye/face wash equipment.
Piping:  Galvanized steel.
Shower Supply:  NPS 1 with flow regulator and stay-open control valve.
Eye/Face Wash Supply:  NPS ¾ with flow regulator and stay-open control valve.
System in first subparagraph below requires data for ambient temperature or heating capacity.
Shower Capacity:  Deliver potable water at rate not less than 20 gpm for at least 15 minutes.
Control-Valve Actuator:  Pull rod, Pull chain, or Treadle.
Shower Head:  10-inch minimum diameter, stainless steel.
Eye/Face Wash Equipment:  With capacity to deliver potable water at rate not less than 3.0 gpm for at least 15 minutes.
Control-Valve Actuator:  Paddle or Push bar.
SOURCE QUALITY CONTROL
Certify performance of plumbed emergency plumbing fixtures by independent testing agency acceptable to University’s Representative.
EXECUTION
EXAMINATION
Examine roughing-in for water  and waste piping systems to verify actual locations of piping connections before plumbed emergency plumbing fixture installation.
Proceed with installation only after unsatisfactory conditions have been corrected.
EMERGENCY PLUMBING FIXTURE INSTALLATION
Assemble emergency plumbing fixture piping, fittings, control valves, and other components.
Install fixtures level and plumb.
Fasten fixtures to substrate.
Install shutoff valves in water-supply piping to fixtures.  Use ball, gate, or globe valve if specific type valve is not indicated.  Install valves chained or locked in open position if permitted.  Install valves in locations where they can easily be reached for operation.  Valves are specified in Division 22 Section "Domestic Water Piping and Valves."
Install shutoff valve and strainer in steam piping and shutoff valve in condensate return piping.
Install dielectric fitting in supply piping to fixture if piping and fixture connections are made of different metals.  Dielectric fittings are specified in Division 22 Section "Common Work Results for Plumbing."
Install trap and waste to wall on drain outlet of fixture receptors that are indicated to be directly connected to drainage system.
Install indirect waste piping to wall on drain outlet of fixture receptors that are indicated to be indirectly connected to drainage system.  Drainage piping is specified in Division 22 Section "Sanitary Waste and Vent Piping."
Install escutcheons on piping wall and ceiling penetrations in exposed, finished locations.  Escutcheons are specified in Division 22 Section "Common Work Results for Plumbing."
Install equipment nameplates or equipment markers on fixtures..  Identification materials are specified in Division 22 Section “Identification for Plumbing."
CONNECTIONS
Coordinate piping installations and specialty arrangements with schematics on Drawings and with requirements specified in piping systems.  If Drawings are explicit enough, these requirements may be reduced or omitted.
Piping installation requirements are specified in other Division 22 Sections. Drawings indicate general arrangement of piping, fittings, and specialties.
Connect cold-water-supply piping to plumbed emergency plumbing fixtures.
Connect cold water to equipment.
Directly connect emergency plumbing fixture receptors with trapped drain outlet to sanitary drainage and vent piping.
Indirectly connect emergency plumbing fixture receptors without trapped drain outlet to sanitary or storm drainage piping.
Ground equipment in accordance with Division 26 Section "Grounding and Bonding for Electrical Systems."
Connect wiring in accordance with Division 26 Section "Low-Voltage Electrical Power Conductors and Cables."
FIELD QUALITY CONTROL
Mechanical-Component Testing:  After plumbing connections have been made, test for compliance with requirements.  Verify ability to achieve indicated capacities and temperatures.
Retain first paragraph and subparagraph below for electrical components.
Electrical-Component Testing:  After electrical circuitry has been energized, test for compliance with requirements.
Test and adjust controls and safeties.
Repair or replace malfunctioning units.  Retest as specified above after repairs or replacements are made.
Report test results in writing.
ADJUSTING
Adjust or replace fixture flow regulators for proper flow.
Adjust equipment temperature settings.
END OF SECTION


EMERGENCY PLUMBING FIXTURES
22 4500 - 2
EMERGENCY PLUMBING FIXTURES
22 4500 - 2
