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TOILET ACCESSORIES
Revise this Section by deleting and inserting text to meet Project-specific requirements.
GENERAL
SUMMARY
Section Includes:
Public-use restroom & toilet accessories
Public-use shower room accessories
Private-use toilet accessories
Childcare accessories
Under lavatory guards
COORDINATION
Coordinate accessory locations with other work to prevent interference with clearances required for access by people with disabilities, and for proper installation, adjustment, operation, cleaning, and servicing of accessories.
Deliver inserts and anchoring devices set into concrete or masonry as required to prevent delaying the Work.
ACTION SUBMITTALS
Product Data: For each type of product.
Include construction details, material descriptions, dimensions of individual components and profiles, and finishes.
Include anchoring and mounting requirements, including requirements for cutouts in other work and substrate preparation.
Retain subparagraph below if units are required that connect to building electrical system.
Include electrical characteristics.
Product Schedule: Indicating types, quantities, sizes, and installation locations by room of each accessory required.
Identify locations using room designations indicated.
Identify accessories using designations indicated.
CLOSEOUT SUBMITTALS
Maintenance Data: For accessories to include in maintenance manuals.
WARRANTY
Manufacturer's Special Warranty for Mirrors: Manufacturer agrees to repair or replace mirrors that fail in materials or workmanship within specified warranty period.
Failures include, but are not limited to, visible silver spoilage defects.
Warranty Period: [10] [15] <Insert number> years from date of Substantial Completion.
PRODUCTS
OWNER-FURNISHED MATERIALS
Owner-Furnished Materials: University will furnished the following items for the Contractor to install: 
Toilet Tissue (Jumbo-Rolls) Dispenser
Paper Towel (Roll) Dispenser
Automatic Soap Dispenser with UCI logo
PERFORMANCE REQUIREMENTS
Structural Performance: Design accessories and fasteners to comply with the following requirements:
Grab Bars: Installed units are able to resist 250 lbf concentrated load applied in any direction and at any point.
Shower Seats: Installed units are able to resist 360 lbf applied in any direction and at any point.
PUBLIC-USE RESTROOM & TOILET ACCESSORIES
UCI has standardized on the following products to match existing accessories:
	Mark
	Description
	Manufacturer & Model
	Dimensions H x W x D, except as noted
	Comments

	TA-01
	Toilet Paper Twin 9” Dispenser, surface mounted
	San Jamar, Oceans R4090TBK
	12” x 19” x 5½” 
	University Furnished & Contractor Installed

	TA-02
	Toilet Paper Twin 9” Dispenser, Partition-Mounted
	San Jamar, Oceans R4090TBK
	12” x 19” x 5½” 
	University Furnished & Contractor Installed

	TA-03
	Sanitary Napkin Disposal, Surface
	Bobrick B-254 
	15” x 11” x 4”
	

	TA-04
	Sanitary Napkin Disposal, Partition-Mounted
	Bobrick B-354
	17” x 12¾” x 4” 
	Serves 2 toilet compartments

	TA-05
	Toilet Seat Cover Dispenser, Surface-Mounted
	Bobrick B-221
	11” x 15 ½” x 2”
	

	TA-06
	Grab Bar, stainless steel, side mounted horizontal 
	Bobrick B-5806 x 42
	1¼” diameter x minimum 42” long
	Provide with concealed mounting flanges and snap flange covers

	TA-07
	Grab Bar, stainless steel, rear mounted horizontal 
	Bobrick B-5806 x 36
	1¼” diameter x minimum 36” long
	Provide with concealed mounting flanges and snap flange covers

	TA-08
	Framed Mirror, stainless steel frame
	Bobrick B-290, stainless steel
	size as required for project
	

	TA-09
	Napkin & Tampon Recessed Dispenser, single coin operating 25 cents
	Bobrick B-3706 25
	28 “ x 14” x 8”
	May be semi-recessed if wall depth is too narrow.

	TA-10
	Coat Hook with bumper on each stall door
	Bobrick B-212
	2” x 1½“ x 3¾“
	Secure with four screws

	TA-11
	Soap Dispenser 1-liter capacity, surface mounted, with UCI logo
	Purell 7730-01 Hands free with Purell Professional Healthy soap 7777-02
	9” x 5½” x >4”
	University Furnished & Contractor Installed

	TA-12
	Mop  & Broom Holder
	Bobrick B-223 x 36
	5” x 36” x 4¼“
	

	TA-13
	Folding Utility Shelf in each toilet compartment, stainless steel
	Bobrick B-287
	15 “ x 6” x 2¼“ in folded position
	Provide with mounting bracket, internal spring to hold 100 lbs. 

	TA-14
	Paper Towel Dispenser, surface mounted
	Double roll, handsfree dispenser
	
	University Furnished & Contractor Installed

	TA-15
	Waste Receptacle Large-capacity floor-standing for multi-user toilet rooms
	Bobrick B-2400
	18¾” diameter x 32” high, 33 gallon
	

	TA-16
	Waste Receptacle – 10 litre Profile Open Can, brushed stainless steel
	Simple Human CW1225
	13” x 11.3” x 6.2” 
	

	TA-17
	Under Lavatory Guards at ADA sinks
	Truebro Lavguard 2 or equal
	NA
	Wrap waste & water supply valves

	TA-18
	Baby Changing Station, horizontal mount, stainless steel exterior, recessed
	Koala Kare Product, model KB110-SSRE or equal
	23” x 37” x 4”
	Similar vertical and surface mount may be provided


PUBLIC-USE SHOWER ROOM ACCESSORIES
Retain one of two options in "Source Limitations" Paragraph below or revise to suit Project. Retain first option if manufacturers can provide all public-use shower room accessories required for Project.
Source Limitations: Obtain [public-use shower room accessories] [each type of public-use shower room accessory] from single source from single manufacturer.
Products offered by manufacturers vary. Verify products offered by manufacturers and revise product characteristics accordingly.
Copy paragraphs below and re-edit for each product.
Insert drawing designation. Use these designations on Drawings to identify each product.
Shower Curtain Rod <Insert drawing designation>:
<Double click here to find, evaluate, and insert list of manufacturers and products.>
Retain first option in "Description" Subparagraph below for normal-duty applications; second, for heavy duty.
Description: [1-inch-] [1-1/4-inch-] outside diameter, straight rod.
Configuration: [As indicated on Drawings]
Mounting Flanges: [Exposed] [Concealed] <Insert requirements> fasteners; [in manufacturer's standard material and finish] [in material and finish matching rod] <Insert requirements>.
Rod Material and Finish: [Stainless steel, ASTM A480/A480M No. 4 finish (satin)] [Polished chrome-plated brass] <Insert material and finish>.
Shower Curtain <Insert drawing designation>:
<Double click here to find, evaluate, and insert list of manufacturers and products.>
Curtains that are 12 inches (305 mm) wider than opening are recommended for shower openings 48 inches (1219 mm) wide and wider.
Size: Minimum [6 inches] [12 inches] wider than opening by 72 inches high.
Material: [Vinyl, minimum 0.006 inch thick, opaque, matte] [Duck, minimum 8 oz., white, 100 percent cotton] [Nylon-reinforced vinyl, minimum 9 oz. or 0.008-inch-thick vinyl, with integral antibacterial and flame-retardant agents] <Insert material>.
Antibacterial shower curtains are available in green.
Color: [White] [Beige] [Green] [As selected from manufacturer's full range] <Insert color>.
Grommets: Corrosion resistant at minimum 6 inches o.c. through top hem.
Shower Curtain Hooks: [Chrome-plated or stainless steel, spring wire curtain hooks with snap fasteners] <Insert description>, sized to accommodate specified curtain rod. Provide one hook per curtain grommet.
Folding Shower Seat <Insert drawing designation>:
<Double click here to find, evaluate, and insert list of manufacturers and products.>
Configuration: [L-shaped seat, designed for wheelchair access] [Rectangular seat] [Triangular, corner-type seat] [Stainless steel seat designed to fold into recessed-mounted, stainless steel wall box] <Insert description>.
Seat: [Phenolic or polymeric composite of slat-type or one-piece construction in color as selected by University’s Representative] [White vinyl padded seat] [Stainless steel, ASTM A480/A480M No. 4 finish (satin); 0.05-inch-minimum nominal thickness; with single-piece, pan-type construction and edge seams welded and ground smooth] <Insert description>.
Mounting Mechanism: [Stainless steel, ASTM A480/A480M No. 4 finish (satin)] <Insert description>.
Dimensions: <Insert dimensions>.
Soap Dish <Insert drawing designation>:
<Double click here to find, evaluate, and insert list of manufacturers and products.>
Description: [Recessed] [Surface] mounted, with the following features:
Washcloth bar.
<Insert requirements>.
Material and Finish: [Stainless steel, ASTM A480/A480M No. 4 finish (satin)] <Insert material and finish>.
Robe Hook <Insert drawing designation>:
<Double click here to find, evaluate, and insert list of manufacturers and products.>
Description: [Double] [Single]-prong unit.
Material and Finish: [Polished chrome-plated brass] [Polished chrome-plated zinc alloy (zamac)] [Stainless steel, ASTM A480/A480M No. 4 finish (satin)] [Stainless steel, ASTM A480/A480M No. 7 finish (polished)] <Insert material and finish>.
PRIVATE-USE TOILET ACCESSORIES
Private-Use Accessories: use same as public use.
CHILDCARE ACCESSORIES
Source Limitations: Obtain each type of childcare accessory from single source from single manufacturer.
Products offered by manufacturers vary and the suggested model above is the basis for alternate selections if different styles are needed. Verify products offered by manufacturers and revise product characteristics accordingly.
Diaper-Changing Station: TA-18:
Manufacturers
Bradley Corporation
Foundations Children’s Products
Koala Kare Products, a Division of Bobrick
Or equal
Description: [Horizontal] [Vertical] unit that opens by folding down from stored position and with child-protection strap.
Engineered to support minimum of [250-lb] <Insert value> static load when opened.
Mounting: [Surface mounted, with unit projecting not more than 4 inchesfrom wall when closed] [Semirecessed, with unit projecting not more than 1 inchfrom wall when closed].
Operation: By pneumatic shock-absorbing mechanism.
Material and Finish: [HDPE in manufacturer's standard color] [HDPE with plastic-laminate insert in color selected by University’s Representative] [Stainless steel, ASTM A480/A480M No. 4 finish (satin), with replaceable insulated polystyrene tray liner and rounded plastic corners] [Stainless steel, ASTM A480/A480M No. 4 finish (satin), exterior shell with rounded plastic corners; HDPE interior in manufacturer's standard color] <Insert requirements>.
Liner Dispenser: Provide built-in dispenser for disposable sanitary liners.
UNDER LAVATORY GUARDS
Delete this article if piping insulation is specified in Section 22 0719 "Plumbing Piping Insulation" or if architectural woodwork is used to prevent direct contact with piping.
Under lavatory Guard: TA-17:
Truebro Lavguard 2 or equal.
Description: Insulating pipe covering for supply and drain piping assemblies that prevents direct contact with and burns from piping; allow service access without removing coverings.
Material and Finish: Antimicrobial, molded plastic, white.
MATERIALS
Retain this article if not naming manufacturers' products or if material descriptions are used in part to determine product selection.
Stainless Steel: ASTM A240/A240M or ASTM A666, Type 304, 0.031-inch-minimum nominal thickness unless otherwise indicated.
Brass: ASTM B19, flat products; ASTM B16/B16M, rods, shapes, forgings, and flat products with finished edges; or ASTM B30, castings.
Steel Sheet: ASTM A1008/A1008M, Designation CS (cold rolled, commercial steel), 0.036-inch-minimum nominal thickness.
Galvanized-Steel Sheet: ASTM A653/A653M, with G60 hot-dip zinc coating.
Galvanized-Steel Mounting Devices: ASTM A153/A153M, hot-dip galvanized after fabrication.
Fasteners: Screws, bolts, and other devices of same material as accessory unit, unless otherwise recommended by manufacturer or specified in this Section, and tamper and theft resistant where exposed, and of stainless or galvanized steel where concealed.
Retain "Chrome Plating" Paragraph below for chrome finish. Brass, steel, and cast zinc alloy (zamac) are available with chrome finish.
Chrome Plating: ASTM B456, Service Condition Number SC 2 (moderate service).
Revise "Mirrors" Paragraph below if tempered or safety glass is required; ASTM C1503 does not cover tempered or safety glass mirrors. Note that reflected images with tempered or safety glass may be distorted.
Mirrors: ASTM C1503, Mirror Glazing Quality, clear-glass mirrors, nominal 6.0 mm thick.
FABRICATION
General: Fabricate units with tight seams and joints, and exposed edges rolled. Hang doors and access panels with full-length, continuous hinges. Equip units for concealed anchorage and with corrosion-resistant backing plates.
Keys: Provide universal keys for internal access to accessories for servicing and resupplying. Provide minimum of three keys to University's Representative.
EXECUTION
INSTALLATION
Install accessories according to manufacturers' written instructions, using fasteners appropriate to substrate indicated and recommended by unit manufacturer. Install units level, plumb, and firmly anchored in locations and at heights indicated.
Remove temporary labels and protective coatings.
Grab Bars: Install to comply with specified structural-performance requirements.
Shower Seats: Install to comply with specified structural-performance requirements.
ADJUSTING AND CLEANING
Adjust accessories for unencumbered, smooth operation. Replace damaged or defective items.
Clean and polish exposed surfaces according to manufacturer's written instructions.
END OF SECTION
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