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ENTRANCE FLOOR MATS AND FRAMES
GENERAL
SUMMARY
Section includes the following:
Adjust list below to suit Project.
Entrance mats in recessed frames.
ACTION SUBMITTALS
Product Data:  Include construction details, material descriptions, dimensions of individual components and profiles, and finishes.
Shop Drawings:  Show the following:
Field measurements.
Divisions between mat sections.
Perimeter floor moldings.
Samples for Initial Selection:  For each type of product indicated.
Samples for Verification:  For each type of product indicated.
Floor Mat:  12-inches, square, assembled sections of floor mat.
Frame Members:  12-inch long Sample of each type and color.
CLOSEOUT SUBMITTALS
Maintenance Data:  For floor mats and frames to include in maintenance manuals.
QUALITY ASSURANCE
Source Limitations:  Obtain floor mats and frames through one source from a single manufacturer.
Accessibility Requirements:  Provide installed floor mats that comply with Chapter 11 in the California Building Code and Section 4.5 in the U.S. Architectural & Transportation Barriers Compliance Board's "Americans with Disabilities Act (ADA), Accessibility Guidelines for Buildings and Facilities (ADAAG)." 
PROJECT CONDITIONS
Field Measurements:  Indicate measurements on Shop Drawings.
COORDINATION
Coordinate size and location of recesses in concrete with installation of finish floors to receive floor mats and frames.
PRODUCTS
MANUFACTURERS
In other Part 2 articles where titles below introduce lists, the following requirements apply for product selection:
Manufacturers: Subject to compliance with requirements, provide products by the manufacturer specified.
Or Equal: Where products are specified by manufacturers name and accompanied by the term “or equal”, comply with provisions in Division 01 Section “Product Requirements”, Part 2 “Product Substitutions” Article. Specific procedures must be followed before the use of an unnamed manufacturer or product.
ENTRANCE MATS
Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
American Floor Products Company, Inc.
Cactus Mat Mfg. Co.
Matco International.
Mats, Inc.
Musson, R. C. Rubber Co.
Pawling Corporation; Architectural Products Division.
Tennessee Mat Company, Inc.
USCOA International, Inc.
U.S. Mat & Rubber Corporation.
Or equal.
Pile should project 1/4 inch above floor or frame.  Coordinate with mat frames.
Cocoa Mats:  Constructed from cocoa fiber yarn permanently bonded to PVC backing for dimensional stability and resistance to shedding; 1-inch overall thickness; 2.0-lb/ft² weight.
Color:  As selected by University’s Representative from manufacturer's full range.
Mat Size:  As indicated.
Rubber-Tire Mats:  Units of edge-grain-laminated and chenille-buffed, rubber-tire wall cuts; bonded to sheet rubber or other durable flexible backing sheet to form ⅜- to 7/16-inch-thick, 12-inches square tile.
Mat Size:  As indicated.
Recessed Frames:
Retain first two subparagraphs below for aluminum frames for recessed mats.
Extruded Aluminum:  ASTM B221, Alloy 6061-T6 or Alloy 6063-T5, T6, or T52.
Color:  As selected by University’s Representative from manufacturer's full range.
CONCRETE FILL AND GROUT MATERIALS
Provide concrete grout and fill equivalent in strength to cast-in-place concrete slabs for recessed mats and frames.  Use aggregate no larger than one-third fill thickness.
FABRICATION
Floor Mats:  Shop fabricate units to greatest extent possible in sizes indicated.  Unless otherwise indicated, provide single unit for each mat installation; do not exceed manufacturer's recommended maximum sizes for units that are removed for maintenance and cleaning.  Where joints in mats are necessary, space symmetrically and away from normal traffic lanes.  Miter corner joints in framing elements with hairline joints or provide prefabricated corner units without joints.
Recessed Frames:  As indicated, for permanent recessed installation, complete with corner pins or reinforcement and anchorage devices.
Fabricate edge-frame members in single lengths or, where frame dimensions exceed maximum available lengths, provide minimum number of pieces possible, with hairline joints equally spaced and pieces spliced together by straight connecting pins.
Coat surfaces of aluminum frames that will contact cementitious material with manufacturer's standard protective coating.
ALUMINUM FINISHES
General:  Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal Products" for recommendations for applying and designating finishes.
Finish designations prefixed by AA comply with the system established by the Aluminum Association for designating aluminum finishes.
Retain finishes in paragraphs below to suit Project.  If retaining more than one, indicate location of each on Drawings or by inserts.
Class II, Clear Anodic Finish:  AA-M12C22A31 (Mechanical Finish:  nonspecular as fabricated; Chemical Finish:  etched, medium matte; Anodic Coating:  Architectural Class II, clear coating 0.010 mm or thicker) complying with AAMA 611.
Paragraph above is standard finish with many manufacturers; first paragraph below is heavy-anodized finish.  Verify availability with manufacturers selected.
Class I, Clear Anodic Finish:  AA-M12C22A41 (Mechanical Finish:  nonspecular as fabricated; Chemical Finish:  etched, medium matte; Anodic Coating:  Architectural Class I, clear coating 0.018 mm or thicker) complying with AAMA 611.
EXECUTION
EXAMINATION
Examine substrates and floor conditions for compliance with requirements for location, sizes, minimum recess depth, and other conditions affecting installation of floor mats and frames.
Proceed with installation only after unsatisfactory conditions have been corrected.
INSTALLATION
Install recessed mat frames to comply with manufacturer's written instructions.  Set mat tops at height recommended by manufacturer for most effective cleaning action; coordinate top of mat surfaces with bottom of doors that swing across mats to provide clearance between door and mat.
Delete subparagraph below if no terrazzo.  If retaining, add special requirements.  Delete if terrazzo divider strips are used as frames for mat recesses.
For installation in terrazzo flooring areas, provide allowance for grinding and polishing of terrazzo without grinding surface of recessed frames.  Coordinate with other trades as required.
Retain first subparagraph below if frame is indicated to be set after concrete slab is placed..
Install necessary shims, spacers, and anchorages for proper location and secure attachment of frames.
Install grout and fill around frames and, if required to set mat tops at proper elevations, in recesses under mats.  Finish grout and fill smooth and level.
PROTECTION
After completing frame installation and concrete work, provide temporary filler of plywood or fiberboard in recesses and cover frames with plywood protective flooring.  Maintain protection until construction traffic has ended and Project is near Substantial Completion.
END OF SECTION
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