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EXTERIOR GRILLES AND SCREENS
GENERAL
SUMMARY
Section Includes:  Formed steel horizontal screens.
ACTION SUBMITTALS
Product Data:  For each type of product indicated.  Include Manufacturer's product data including performance data, preparation instructions and recommendations, storage and handling requirements and recommendations, and installation methods. 
Shop Drawings:  Include plans, elevations, sections, details, and attachments to other work.
Samples:  Submit sample of screen to show blades, vertical supports, finish, and color.
QUALITY ASSURANCE
Installer Qualifications:  Manufacturer's authorized representative who is trained and approved for installation of units required for this Project.
Welding Qualifications:  Qualify procedures and personnel in accordance with: 
AWS D1.1/D1.1M, "Structural Welding Code – Steel”. 
D1.2/D1.2M, "Structural Welding Code – Aluminum.” 
D1.3, "Structural Welding Code - Sheet Steel."
Preinstallation Conference:  Conduct conference at Project site.
DELIVERY, STORAGE, AND HANDLING
Store products in manufacturer's unopened packaging until ready for installation.
Store materials in a dry area indoors, protected from damage and in accordance with manufacturer's instructions.
Handling:  Protect materials and finishes during handling and installation to prevent damage.
Store and dispose of solvent-based materials, and materials used with solvent-based materials, in accordance with requirements of local authorities having jurisdiction.
PROJECT CONDITIONS
Maintain environmental conditions (temperature, humidity, and ventilation) within limits recommended by manufacturer for optimum results.  Do not install products under environmental conditions outside manufacturer's absolute limits.
Field Measurements:  Verify actual dimensions of construction contiguous with horizontal wall screens by field measurements before fabrication.
PRODUCTS
FORMED STEEL HORIZONTAL SCREENS
Basis-of-Design Product:  Subject to compliance with requirements, provide Model:  LV811 as manufactured by Ruskin Company or comparable product by one of the following:
Airolite Corp.
C/S Group.
Or equal.
Fabrication:
Blades:
Style: Horizontal. 
Profile:  4 inches projection. 
Material:  Galvanized steel, ASTM A653, HDG G60 CS.
Wall Thickness:  20 gauge.
Angle:  45 degrees.
Spacing Between Blades:  5 inches.
Assembly:  
Factory assembled screen components.  Mechanically fastened construction.
Anchorage shall be concealed and not visible on the exterior face of the screen.
Performance: Free area 40 percent, nominal.
Accessories:
Box corners.
Hinged access sections.
GENERAL FINISH REQUIREMENTS
Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal Products" for recommendations for applying and designating finishes.
Protect mechanical finishes on exposed surfaces from damage by applying a strippable, temporary protective covering before shipping.
FINISHES
High-Performance Organic Finish:  Prepare, pretreat, and apply coating to exposed metal surfaces to comply with coating and resin manufacturers' written instructions.
Fluoropolymer 3-Coat System: Manufacturer's standard 3-coat, thermocured system consisting of specially formulated inhibitive primer, fluoropolymer color coat, and clear fluoropolymer topcoat, with both color coat and clear topcoat containing not less than 70% polyvinylidene fluoride resin by weight, with a minimum total dry film thickness of 1.5 mil; complying with physical properties and coating performance requirements of AAMA 2605, except as modified below:
Humidity Resistance:  2000 hours.
Salt-Spray Resistance:  2000 hours.
Color: As selected by University Representative from the manufacturer’s full line of colors.
EXECUTION
EXAMINATION
Examine areas and conditions for compliance with requirements for installation tolerances and other conditions affecting performance of the Work.
Proceed with installation only after unsatisfactory conditions have been corrected.
PREPARATION
Clean opening thoroughly prior to installation.
Prepare surfaces using the methods recommended by the manufacturer for achieving the best result for the substrate under the project conditions.
HORIZONTAL WALL SCREEN INSTALLATION 
Install screens at locations indicated on the drawings and in accordance with manufacturer's instructions.
Install screens plumb, level, in plane of wall, and in alignment with adjacent work.
Install joint sealants as specified in Division 07 Section “Joint Sealants.”
CLEANING
Clean screen surfaces in accordance with manufacturer's instructions.
Touch-up, repair, or replace damaged products before Substantial Completion.
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